
47287 Calcined petroleum coke powder, -20+80 mesh, 99.9% (metals basis) 

47275 Calcined petroleum coke powder, crystalline, -325 mesh, 99% 

41213 Graphite adhesive, alcohol based 

41214 Graphite adhesive, aqueous based 

41775 Graphite, colloidal, lubricant, aerosol spray 

42465 Graphite conductive adhesive, alcohol based 

42466 Graphite conductive adhesive, aqueous based 

14630 Graphite felt, 1.12cm (0.441in) thick, 99.9% (metals basis) 

43480 Graphite flake, median 7-10 micron, 99% (metals basis) 

43319 Graphite flake, natural, -10 mesh, 99.9% (metals basis) 

43209 Graphite flake, natural, -325 mesh, 99.8% (metals basis) 

43078 Graphite foil, 0.13mm (0.005in) thick, 99.8% (metals basis) 

10832 Graphite foil, 0.254mm (0.01in) thick, 99.8% (metals basis) 

42952 Graphite foil, 0.4mm (0.015in) thick, 99.8% (metals basis) 

42953 Graphite foil, 0.5mm (0.02in) thick, 99.8% (metals basis) 

43083 Graphite foil, 1mm (0.04in) thick, 97% (metals basis) 

42193 Graphite ink for tantalum capacitors 

10132 Graphite plate, 1.27cm (0.5in) thick 

43835 Graphite plate, highly oriented pyrolytic graphite (HOPG), 10x10x(1.6min)mm 

(0.394x0.394x0.079in) 

43837 Graphite plate, highly oriented pyrolytic graphite (HOPG), 10x10x(1.6min)mm 

(0.394x0.394x0.079in) 

43836 Graphite plate, highly oriented pyrolytic graphite (HOPG), 10x10x1mm (0.394x0.394x0.039in) 

43834 Graphite plate, highly oriented pyrolytic graphite (HOPG), 10x10x1mm (0.394x0.394x0.039in) 

40156 Graphite plate, pyrolytic, 1.27x9.98x9.98mm (0.05x0.393x.393in) 

41831 Graphite plate, resin impregnated, 6.35mm (0.25in) thick 

10131 Graphite powder, -20+80 mesh, 99.9% (metals basis) 

10129 Graphite powder, crystalline, -325 mesh, 99% 

10130 Graphite powder, microcrystalline, -325 mesh, 75-82% C, 18-25% Ash 



14735 Graphite powder, natural, briquetting grade, -100 mesh, 99.9995% (metals basis) 

40795 Graphite powder, natural, briquetting grade, -200 mesh, 99.9995% (metals basis) 

14734 Graphite powder, natural, high purity, -200 mesh, 99.9999% (metals basis) 

14736 Graphite powder, natural, microcrystal grade, APS 2-15 micron, 99.9995% (metals basis) 

40799 Graphite powder, natural, universal grade, -200 mesh, 99.9995% (metals basis) 

43215 Graphite powder, nickel coated, -100 mesh, Ni 99.8% (metals basis) 

40769 Graphite powder, synthetic, -20+100 mesh, 99.9% (metals basis) 

46304 Graphite powder, synthetic, APS 7-11 micron, 99% 

40797 Graphite powder, synthetic, conducting grade, -200 mesh, 99.9995% (metals basis) 

40798 Graphite powder, synthetic, conducting grade, -325 mesh, 99.9995% (metals basis) 

45077 Graphite rod, 10.0mm (0.40in) dia, 99.997% (metals basis) 

10134 Graphite rod, 1.27cm (0.5in) dia x 61cm (24in) long, 99% (metals basis) 

43649 Graphite rod, 13cm (5.125in) dia x 30.5cm (12in) long, 99.998% (metals basis) 

43647 Graphite rod, 13cm (5.125in) dia x 30.5cm (12in) long, 99% (metals basis) 

10133 Graphite rod, 2.54cm (1.0in) dia x 61cm (24in) long, 99% (metals basis) 

40765 Graphite rod, 3.05mm (0.12in) dia x 305mm (12in) long, 99.9995% (metals basis) 

43800 Graphite rod, 3.8cm (1.5in) dia x 61cm (24in) long, 99% (metals basis) 

45076 Graphite rod, 5.0mm (0.20in) dia, 99.997% (metals basis) 

40766 Graphite rod, 6.15mm (0.242in) dia x 102mm (4in) long, 99.9995% (metals basis) 

14738 Graphite rod, 6.15mm (0.242in) dia x 152mm (6in) long, 99.9995% (metals basis) 

40767 Graphite rod, 6.15mm (0.242in) dia x 152mm (6in) long, 99.9995% (metals basis) 

14739 Graphite rod, 6.15mm (0.242in) dia x 305mm (12in) long, 99.9995% (metals basis) 

40768 Graphite rod, 6.15mm (0.242in) dia x 305mm (12in) long, 99.9995% (metals basis) 

10135 Graphite rod, 6.3mm (0.25in) dia. x 61cm (24in) long, 99% (metals basis) 

43670 Graphite rod, pyrolytic coated, 2mm (0.08in) dia x 152mm (6in) long 

10136 Graphite tape, square weave, 0.56mm (0.022in) thick x 100mm (3.94in) wide, 99.9% 

10138 Graphite tape, square weave, 0.56mm (0.022in) thick x 25mm (0.98in) wide, 99.9% 


